
TABLE 1
SUMMARY OF MEASURED HYDRAULIC CONDUCTIVITY VALUES

MAIN POST
Site Well ID Total Depth Hyd. Conductivity (ft/day) Hyd. Conductivity (ft/day)

Various Building Areas

Bldg. 296 296MW01 15 6.90000000 6.90000000
Bldg. 290 290MW01 12.5 3.56000000 3.56000000
Bldg. 1122 1122MW02 15 0.84900000 0.84900000
Bldg. 1122 1122MW04 14 3.64000000 3.64000000
Bldg. 1122 1122MW03 14 7.10000000 7.10000000
Bldg. 108 108MW01 13 3.70000000 3.70000000
Bldg. 1122 1122MW05 15 4.38000000 4.38000000
Bldg. 1122 1122MW01 18 3.00000000 3.00000000
Bldg. 296 296MW02 12.5 2.47000000 2.47000000
Bldg. 290 290MW02 11.5 0.34200000
Bldg. 296 296MW06 12.5 2.46000000 2.46000000
Bldg. 296 296MW03 12.5 14.30000000
Bldg. 296 296MW08 12.5 6.04000000 6.04000000
Bldg. 296 296MW07 12.5 0.35000000
Bldg. 80, 166 80MW03 12 6.30000000 6.30000000
Bldg. 296 296MW04 10 1.83000000 1.83000000
Bldg. 108 108MW03 13 31.70000000
Bldg. 80, 166 80MW05 12 2.08000000 2.08000000
Bldg. 80, 166 80MW01 13 2.00000000 2.00000000
Bldg. 283 283MW03 20 4.38000000 4.38000000
Bldg. 283 283MW01 25 4.06000000 4.06000000

Averages: 5.30671429 3.80876471
(all) (removed 2 highest + 2 lowest)

M-12 Landfill Area

M-12 Landfill M12MW24 18 3.34000000 3.34000000
M-12 Landfill M12MW25 18 10.80000000 10.80000000
M-12 Landfill M12MW22 18 0.79600000 0.79600000
M-12 Landfill M12MW19 18 40.70000000 40.70000000
M-12 Landfill M12MW16 14.5 0.58900000 0.58900000
M-12 Landfill M12MW17 14.5 208.00000000
M-12 Landfill M12MW20 18 2.35000000 2.35000000
M-12 Landfill M12MW21 18 3.69000000 3.69000000
M-12 Landfill M12MW18 14.5 1.20000000 1.20000000
M-12 Landfill M12MW23 18 97.80000000 97.80000000
M-12 Landfill M12MW26 18 0.08990000

Averages: 33.57771818 17.91833333
(all) (removed 1 highest and 1 lowest)

M-18 Landfill Area

M-18 Landfill MP18MW25 14.5 3.09000000 3.09000000
M-18 Landfill MP18MW24 14.5 2.89000000 2.89000000

Averages: 2.99000000



TABLE 1
SUMMARY OF MEASURED HYDRAULIC CONDUCTIVITY VALUES

MAIN POST
Site Well ID Total Depth Hyd. Conductivity (ft/day) Hyd. Conductivity (ft/day)

M-2 Landfill Area

M-2 Landfill M2MW13 20 0.00000217 0.00000217
M-2 Landfill M2MW23 20 0.00000217 0.00000217
M-2 Landfill M2MW18 20 0.00000176 0.00000176
M-2 Landfill M2MW20 50 0.00000514 0.00000514
M-2 Landfill M2MW12 50 0.00000124 0.00000124

Averages: 0.00000250 0.02496
(all) (multiplied by 10,000)*

* NOTE: Pump test report suggests that these are too low by several orders of magnitude.

KEY
Hydraulic Conductivity

= Greater than 10 feet/day

= Between 5 - 10 feet/day

= Between 1 - 5 feet/day

= Between 0.01 - 1 feet/day

= Less than 0.01 feet/day


